Town of “enter town name” Leveling Bid Request CHECK LIST (Include with RFP)
	Items included in Bituminous Concrete Pavement (BCP) per ton in place Bid price

	Provide a paver which includes one operator and two screed persons. See section 406.10 of 2011 Spec book.

	Provide compaction equipment and operators capable of attaining a compacted density of at least 92.5% of the mixes maximum specific gravity. See sections 406.11 and 406.14 of 2011 Spec book.

	Supplying Bituminous Concrete Pavement and hauling the pavement to the project with sufficient number of haul units to sustain continuous paving.

	The mobilization and de-mobilization of all equipment necessary to perform the work specified in the project.

	Provide equipment, operator and laborers necessary to cold plane 10 foot minimum tapers at project beginning and end limits, beginning and end approaches to bridges, side road tapers, etc. May be done with a skid steer with a milling attachment.

	Supply RS-1 Emulsion and distributor meeting section 404.04 of 2011 Spec book for applying emulsion at a min. rate of 0.040 gal/SY. Emulsion to be applied to all surfaces in contact with the new BCP. Cold longitudinal joints shall receive a double application of emulsion.

	Provide equipment and labor/operator for preparing road surface to include cleaning and sweeping debris from road prior to paving either by power broom and/or by hand.

	Provide and the placement of Yellow temporary Line Striping Targets (LST). Minimum distance between LST’s will be 10 feet. See 646.08 (d) of 2011 Spec book for spacing distance between LST’s.

	Provide traffic control which shall include but not limited to flaggers, radios, spare batteries, other necessary equipment, all appropriate signs, and UTO’s if deemed necessary.

	Changing or moving sign packages as required by MUTCD as the paving progresses. Depending on the road width typical and traffic volume, it may be required to place cones every 50 feet to differentiate the work lane from the travel lane.

	Paving to include 1 foot drive aprons and 1 foot side road aprons; this does not include any taper needed to match existing pavement. Excavation of material or fill material is to be included in the price per ton bid.

	A current approved Type IV 50 Blow Marshall mix design.

	A currently certified plant to produce bituminous concrete pavement.

	Contractor certified test(s) results each day mix is produced. 1 test per 500 ton or 1 test per day when daily production is less than 500 ton.

	The collection and proper disposal of all waste BCP generated during the construction of the leveling project.

	Provide Town personnel access to BCP facility, lab and quarry for additional sampling and testing if requested.*
*This is a list that VTrans uses to specify what is included in the price per ton in place. Suggest Towns make up their own list to fit their projects.

	


	Items included in Cold Planing per square yard (SY) Bid price if separate item.

	The mobilization and de-mobilization of all equipment necessary to perform the work specified in the project.

	The removal and proper disposal of cold planed material from the project. 

	Provide traffic control which includes flaggers, radios, spare batteries, other necessary equipment, all appropriate signs, and UTO’s if deemed necessary.

	If not paving cold planed surfaces the same day, the paving of temporary fillets (tapers) shall be installed and removed and paid for under the cold planed item. 

	Clean all cold planed surfaces in preparation of applying emulsion prior to paving either by mechanical methods or by hand.

	The installation of LST’s if not paving cold planed surface the same day. 

	The installing of appropriate warning signs for the traveling public if cold planed surfaces are to be traveled on.

	


NOTE: If cold planing is not part of the project bid item, delete the table above and this note.
Add table for reclaim if that is part of a projects treatment. Same goes for pavement preservation treatments.

	Items the Town is responsible for*

*Towns may not be able or willing to do all specified in this table. Please choose what works for each or comprise a new table of work the Town may choose to do.

	Removal of LST’s 

	Painting of pavement markings, symbols, letters, stop bars, etc. 

	Backing up of drives and side roads with shoulder gravel.

	Application of shoulder gravel and/or top soil along the edge of pavement and along mail box pullouts.

	Providing daily inspection services during the construction of the project.

	Any ditching, guardrail, culvert, tree and brush removal, guard rail replacement, berm removal, etc. work necessary prior to the leveling project.

	Provide all bridge deck treatment information such as level over, taper in and out of bridge, cold plane and level over bridge.

	Specify the design and type of mix to be supplied.

	Specify the paving process. Contractor is setting back and closing up joint daily or going to be allowed to pave in a single lane for the day and match up the next paving day. 

	Specifying butt joint type (butt or tapered) allowed within the project limits except for begin and end.

	Specify Project begin and end limits.

	Provide a detailed scope-of-work outlining number of drives, side roads, bridges and treatment required, location of all key-in cold planed longitudinal cold planed sections, pre-shimmed areas, 

	Specify length and width of road. 

	Specify average leveling compacted depth (1-1/2 inches)

	Specify paving is to be continuous including both lanes and full lane width. Shoulder paving TBD.

	Paving shoulders shall be specified for each project. Shoulders less than 4 feet wide shall be paved as part of the project. 

	Notifying the appropriate Municipality and/or Utility Company with regards to manhole or catch basin height adjustment responsibility. Notifying Municipalities of projected projects within their Town.
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